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Coordinates Segment Details
X inches Y inches X mm Y mm Arc Radius X inches Y inches Radius X mm Y mm
A 0.0000 0.0000 0 0 A-B A 0.9063 0.9063 0.0000 23,0200 23,02 -0,0001
B 0.0529 0.3052 1,3444 7,7516 B-C A 2.9647 2.8448 -0.6920 75,3023 72,2587 -17,5780
C 0.1170 0.4689 2,9708 11,9112 C-D A 0.6250 0.6916 0.2230 15,8758 17,5656 5,6638
D 0.6391 0.8458 16,2334 21,4836 D-E A 0.5000 0.6391 0.3458 12,7 16,2334 8,7836
E 1.1221 0.4752 28,5007 12,0706 E-F L 75° 75°
F 1.1633 0.3213 29,5482 8,1614 F-G A 0.5118 1.6577 0.4538 13 42,1052 11,5259
G 1.1846 0.2584 30,0896 06,5637 G-H A 0.3937 1.5485 0.4087 10 39,3322 10,3812
H 1.1988 0.2279 30,4495 5,7881 H-I A 0.3543 1.5136 0.3906 9 38,4442 9,9214
I 1.2516 0.1520 31,7913 3,8602 I-J A 0.7087 1.7755 0.6293 18 45,0967 15,9831
J 1.3824 0.0396 35,1141 1,0049 J-K A 0.9449 1.9065 0.8258 24 48,4244 20,9757
K 15712 | -0.0576 | 39,9088 | -1,4267 K-L A | 21300 1.4147 14147 40 54,1017 | 35,9346
L 1.7939 -0.1238 45,5659 -3,144 L-M A 2.3622 2.2980 2.1840 60 58,3688 55,4741
M 1.9748 -0.1560 50,1587 -3,9615 M-N A 5.9055 2.7829 5.6940 150 70,6862 144,6272
N 2.3909 -0.1985 60,7292 -5,0419 N-O A 8.8583 2.9789 8.6402 225 75,6635 | 219,4619
O 2.7575 -0.2153 70,0403 -5,4678 O-P L 1:40 slope 1:40
P 4.7646 -0.2654 121,0207 -6,7422 P-Q A 0.6250 4.7490 -0.8902 15,875 120,624 -22.6123
Q 5.3740 -0.8902 136,4999 -22,6123
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